
©PlymoVent AB reserves the right to make design changes. 

95mm / 3,75”

A 130mm / 5,1”

PlymoVent representative

ACCESSORIES

TI
N

_I
C

E-
LC

_0
80

12
2_

EN
U

SC
A

MCC-05 –  Inductive Sensor
The MCC-05 is a sensor that measures the inductive field around an electric cable 
and sends the reading to a connected Local Controller. This sensor is typically used 
in welding applications where it is positioned on the welding machines grounding 
cable. 

LS-12 – Light Sensor
The LS-12 is a light sensor that senses variation of light and sends the reading to a 
connected Local Controller. This sensor is typically used in low amperage welding 
applications <30Amp or gas welding applications. 

PC-500 – Pressure Switch (emergency exhaust systems)
The PC-500 is a sensitive pressure switch that is installed in the duct system and 
indicates the positive pressure when an engine starts up.
The PC-500 will enage the ICE-LC to open the motordriven damper MD- or the 
fan controller (PCU-1000 or OS-) to start the local or central fan. 

MSR-24/2 – Micro Switch
The MSR-24/2 is a micro switch that is installed on the exhaust hose reels SER, 
MHR or MER. When the hose is lowered the MSR-24/2 will activate the opening of 
a MD- damper directly, or via an ICE-LC controller for automation in a system, or to 
start a local or central fan via a SA-24 fan starter. 

MD – Motorised Damper
The MD are motorised dampers in various sizes that is controlled by the Local 
Controller. 24VAC supply, 8 seconds opening/closing time.

  A
MD-6”  Ø150mm/6”
MD-160 Ø160mm/6,25”
MD-200 Ø200mm/7,85”
MD-315 Ø315mm/12,4”
MD-400 Ø400mm/15,75”

S-100 – Switch box
The S-100 is a switch box fitting EA, KUA, Flex-Max and MSA 
extraction arms. 2 switches for light and fan/damper control and 10m cable. 

SK-300 – Switch box
The SK-300 is a switch box fitting LM-2 and UK telescopic extraction arms with the 
plastic  hood collar. 2 switches for light and fan/damper control. 3m spiral cable.

Sales of�ce
Plymovent AB
Kopparbergsgatan 2
SE-214 44 MALMÖ
SWEDEN
Tel: +46 40 30 31 30
Fax: +46 40 30 31 40
info@plymovent.se

Canada
Plymovent Inc
24- 1200 Aerowood Dr
Mississauga, On L4W 2S7, Canada
Tel: +1 (905) 564-4748
Fax: +1 (905) 564-4609
info@plymovent.ca

England
Plymovent Ltd
Marley Way, Southam Road
Banbury, OX16 2RA, England
Tel: + 44 1295 25 93 11
Fax: + 44 1295 27 17 50
info@plymovent.ca

USA
Plymovent Corp.
115 Melrich Road
Cranbury, New Jersey 08512, USA
Tel. + 1 609 395 3500 
Fax. + 1 609 655 0919
info@plymovent.com


